SYLVANIA ТҮРЕ 12АСб 


Remote Cutoff Pentode 


ЕР AS PE EA AE ы E E EAEE ТЕК ЕТ, Т-5% 

Вазе: а ио ыл а Еа алды лад Е7-1, Miniature Button 7-Ріп 
ОйНілбіз 25лезрчцимирралаысақастаныла ы дылы жалиы 

Baking ы уез» алы ыы ы аала АЗДЫ ЕН ҚА 7ВК 
Cathod аа БОЛАРЫ ы қа алты з УЛ Coated ороо 
Mounting Розййїоп................................... Апу 


ELECTRICAL DATA 
HEATER CHARACTERISTICS 


Heater УоНадө!.................................... 12.6 Volts 
Нваїег:-Сиггепі: „ае оао оаа а а aS алық 150 Ма 
Heater-Cathode Мо аде (Design Center Values) 

Heater Negative with Respect to Cathode.. ......... 30 Volts Max. 

Heater Positive with Respect to Cathode.. .......... 30 Volts Max. 

DIRECT INTERELECTRODE CAPACITANCES 
Shielded? Unshielded 

Grid No. 1 to Р!айе.................... .004 .005 paf 
ТІЛ Ин PE е ааа 4.3 4.3 puf 
ОНЕР са а ЫСЫН ына 5.0 5.0 ди! 


RATINGS (Design Center Vaiues) 


Plât Voltagð- aroser азиза ыкы кке е А . 30 Volts Мах. 


Grid Мо. 2 УойЙадв................................. 30 Volts Мах. 
Cathode Сигтөпі................................... 20 Ма Мах. 
Grid Мо. 1 Circuit Нөзізй!апсө....................... 10 Медоһтв Мах. 


CHARACTERISTICS АМО TYPICAL OPERATION 
Class А: Amplifier 


Plate: УоЙадв.......2.2.2....225.-..........шоож» 12.6 Volts 
Grid Мо. 3 Мойїаде (Connected to Cathode at Socket)... 0 Volts 
Grid Мо. 2 УоЙавв................................. 12.6 Volts 
Grid Мо. 1 УоНадв3................................ 
Grid- Мо. 1 Нөсісіоп................................ 2.2 Медоһтв 
Pilato Current: а ао беек шж седан? 550 да 
Grid No. 2 Сштеп{............................... 200 ua 
Тгапзсопдисїапсе*................................. 730 umhos 
Plate Resistance (арргох.).......................... 0.5 Megohm 
Grid No, 1 МоНаде for Gm = 10 mhos (арргох.), 

Есз Ooa кыл М Дык ОК йарат Лк PE AE жы ЫЛГАЙ male -5.2 Volts 
Grid No. 3 Voltage for Gm = 10 umhos (арргох.), 

ЕБТ жы ала ea нуну a a ара Маа -3.7 Voits 

NOTES: 


1. This tube is intended for use in automobile radios operated from a nominal 
12 volt battery. Design of thə tube is such that the heater will operate 
satisfactorily over the range 10.0 volts to 15.9 volts, and that the maximum 
ratings provide a safety factor for the wide voitage variation encountered 
with this type of supply. 

2. Shield No. 316. 

. Average contact potential is developed across the specified resistor. 

4. Measured from Grid Мо. 1 to plate. 


APPLICATION NOTES 


The Sylvania Туре 12AC6 is a miniature remote cutoff pentode intended for use 
as an RF or ЇЕ amplifier. 

It is designed for operation where the heater, plate and screen voltages are supplied 
directly from a 12 volt automotive storage battery. 
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SYLVANIA ELECTRONIC TUBES 
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SYLVANIA ТҮРЕ 12 АСӨ (Conta) 
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AVERAGE TRANSFER CHARACTERISTICS 


SYLVANIA ELECTRONIC TUBES 
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